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4341 GREEN ASH DRIVE EMAIL: ncoreilly@sourceonesolutions.com Loy S35 [
SHALL BE DIRECT ORDERED AND OR RELEASED FROM EARTH CITY. MO 63045 PHONE: 314—499—6400 = £33 ] 8
THE LISTED ELECTRICAL EQUIPMENT DISTRIBUTOR: ’ ) = 35 5
Jo - L
nsST
MOUNTING] LAMPS Sue s
» 3
dlo AL S5 ~ < T y=
<|z = ozs T S S =
=3 L Q53 ® 1o =
wl@l |9 523 £ 8= N =
o|° w0 2B E E 2 a N @
& ™ [ % E @ @ w2 ; g g bry
. SUPPLY A IR E ul S S - ~ =
MARK MFR. CATALOG NUMBER VOLTAGE | FINISH |m |»w |a || O3] © | WATTAGE NOTES 2 = 2 - o —
— gy - - W
b _ = w2
2 oo o
LED EXTERIOR LIGHTS E = EE
S 2 I I R Y . T R R Y I Y T Y R R Y IRV Ve Y Ve Ve Ve D Y R R S A e = = E
s N
/ \ - ®
/ \ 2 2 g
_ T _ _ _ ARCHITECT. FULL CUT—-OFF, BUG RATING B1-UO-G1. ) &
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Specifications
Material: Finish: TH ROW (P1 ’ TYP OF 2) "’4.'3 d +ﬂ 7 ] ": 0 ] '_'!"2‘3_' '_"‘5‘6" +8.0 "’0'3 +O.1
metal Hardware 1 stsinless steel or 2inc-plated sieel.  grade finishs avaiabier o e | ©r
Egr::;:t'?w%t?\ttinﬁ;ngs from tenon with Dual Clevis Strlf::ié:t:grn:;tdoor, wet location. LED is IP66. 4.0 3.2 2.5 1 ‘a 1.1 0.6 = 0.4 0.1 m
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Uvnive'rsali Voltage 120-277V is ste_mdard. 0_-_10V_ Buy American:
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EPA: 0.96 |BVB2001| | CPM78W30 | | T5 40K - PC - PA1613 - 72 4.2 3.2 2.3 1 1.0 0.5 0.4 0.1
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n LIGHT SOURCE & WATTAGES n ACCESSORIES H MOUNTING SOURCE HEIGHT WITH 46W > o) oI
TIR Performance Platform HSS90 (90° House Side Shield) Post Mount Arms Wall Mount Arms L.E.D. WALL SCONCE. ﬂ 0 (o) &
CPS30W18 (30W TIR Performance Platform) HSS120 (120° House Side Shield) PA1613 WM1763 .,.1-9 +1-5 +1-2 +O.£ +°-5 +(1|.2 (GN1)° (TYPICAL OF 4) 1] +°-4 +°-1 — o 1 1)} |
CPS39W18 (39W TIR Performance Platform, CA Title 24) *EMG-LED10 (10W LED Emergency Driver, See Below For BALSS LS (GN1) I E w Q 11}
Compatibility) PA2613 WM3003 - (o) t S =
CPS46W18 (46W TIR Performance Platform) ;EMG-I;E%Z(; (20W LED Emergency Driver, See Below For PA3113 WM3203 ‘ I.I. q
CPM78W30 (78W TIR Performance Platform) .EM;_LED;NBOWLED Emergency Driver, See Below For oas21s w2513 3'—8" OVERALL HEIGHT WITH| 492 I 405 406 409 A1 409 408 Y 04 493 403 491 wl (o] E d‘h
CPM90W36 (90W TIR Performance Platform) Compatibility) . . PA5153 WM5143 ’]_32W LED BOLLARD — m = ‘D
CPL120W48 (120W TIR Performance Platform) e e PAG213 WM5163 FIXTURE WITH AREA THROW I IE E w ‘}I
Edge-Lit LED Comfort Solution® HLWSPC10 On/Of elion SensorPheleca, Highow AlLPost Mounts All Wl Mounts (B, TYP OF 7) (Bhoa 14 ,278(B) 408 0. 27.4(8) a0 [05  277(B) a1 03  208(B) 381 03  201(B) 384 03  260(B) 396 [0 R I X £ Ié 8
E030LDS (30W Small Edge-Lit LED Comfort Solution) —— T - eins:r :unrm e'e y Rigid Stem Mount . ° y ’ A 08 T~ 168 | 10 [ . | 1658 | 09 [ . 1 170 | ,08 11 .0 (0N
$_(:|392L4E))S (39W Small Edge-Lit LED Comfort Solution, CA Etr,i?ﬁ{:;aﬁTogmﬁfnai'}g;%- azxssoe/rz:?tmdktmgsr‘ AsTae (3;"h Rigid Stem, 4"OD"Cfam':p);’) I +74 -I-O8 +11_4 +61 -|-1 0 "]24 '_6 6 + +1 3.4 + + '|'15.1 + + -i-1 6.1 + + +18.€ + + 8 8 2 2
itle elg . er len S avallable, consult ractory. - —
EO50LDS (50W Small Edge-Lit LED Comfort Solution) PC (Button Photo Cel) Pendant Chain Mount 401 402 401 402 404 493 404 404 402 402 402 401 402 402 4o 40:2 402 401 402 40:2 400 400 400 g o ":
E065LDS (65W Small Edge-Lit LED Comfort Solution) TLPC (ANSI C136.41 Twist Lock Photocell, includes Pgu‘g;?eﬂ:;t(::aearhaalgllgvScfngﬁg;n;?y) r o m n. v
E080LDS (80W Small Edge-Lit LED Comfort Solution) recoptace S 202 IMPDDON) See last page for popular mounting sizes/styles. _ NS
*See LED Performance Charts for distribution type TLS (ANSI C136.41 5-Pin Twist Lock Receptacle only)
compatibility. TL7 (ANSI C136.41 7-Pin Twist Lock Receptacle only) FINISHES +0.0 I +0.0 +0.0 +O.1 +O.1 +O.1 +O.1 +O.1 +O.1 +O.1 +O.1 +0.0 +0.0 +0.0 +0.0 +0.0 +0.0 +0.0 +0.° +0.° +°.0 +0.0 +0-° I
H oPTICS AD (Ast.roDIMm_Nighl-lime dimrAning,consuItfaclory) sgr‘da':emi;%:%::ag:r?;de Fi;?:‘:::addi;:é‘::::ar:':rg:\:ﬁirgne; - COMM # 4807
— -F:;:,Zt(;:I:,A::,ZST::::Zr::j;:::)oumonl coneut Asp;,zrseen 109 mMe Copper Clay 53 ;SM | - - . - ) EEEE | BN | B BN N B S I B | D D B | B | D B B | e .
=y faf,:mﬁ)i_é%\,g\(&::osw Emergzrw Rriversgre nmwapaﬁble Cantaloupe | 11 11M Silver 56 | 56M . P rivate AC C e S S RD DATE: 4-12-24
e with al ight Source and Wattages. For percen Lilac 12 12M | Black Verde 61 61M
T4 (Type V) lumens in emergency mode, see Technical Section Putty 13 13M  Painted Chrome. 70 70M Q L4 REVISION
15 (Type V) Raw Unfinished| 40 NA | Painted Copper| 71 71M m DATE . 10_3_24
Black 41 41M | Textured Black 72 72M
Forest Green 42 42M Matte Black 73 73M
CCT (COLOR TEMPERATURE) BrightRed | 43 | 43m | joduredArchi | g5 | 76y D] 09
p— White 44 | 44M | TexturedWhite| 77 | 77M -+
¢ ) Bright Blue 45 | 45M | Textured Siver| 78 | 78M m n
30K (3000K) sumyYelow | 45 | 4ew |JNPREMIDVIS pisii Marifie Q
35K (3500K) Aqua Green 47 47M | Textured Desert| 80 80M > O
40K (4000K) Galvanized 49 NA Graystone 82 82M . H
*Consult Factory for 5000K Navy 50 5o Oilla'r?:ff;ed 8 83M h O C O N S T -
Archilectural | 51| 51M (Carbon Graphite) 96 | 96M D_‘ <
Patina Verde 52 52M N N
S SITE PHOTOMETRIC PLAN
20 0 20 40 60
ighting™. Spec sheets are for general purposes only. Not all options are compatible — consult factory. Due to produc 1-800-548-3227
ﬁ)giwﬁe’?\g‘/«ﬁp ressF;rveshtht:righttfo rr?ake m:npor Shanges \Izmh(‘:htdtllnoptteffect the pro%l}ct:!s overall ;:e:for'mgm?e orta;?pegrart\ce. ’@ m @ ﬁ ANPlightina.com SCALE 1 ||_20I S P 1




H:\ORE\ 2810 Maricopa AZ\D\2810SP2 4 Oct 2024 — 10:59 am

Catalog # :

’15
g Preparad By

Steel Poles
Square Straight

opistre, [

Project :
Date :
QUICK LINKS
Ordering Guide Configurations Dimensions EPA

FEATURES & SPECIFICATIONS

Pole Shaft
» Straight poles are 4", 5%, or 6" square.

« Pole shaft is electro-welded ASTM-AS00
Grade C steel tubing with @ minimum yield
strength of 50,000 psi.

* On Tenon Mount steel poles, tenon is 2-3/8"

0.D. high-strength pipe. Tenon is 4-3/4" in
length.
Hand-Hole

= Standard hand-hole location is 12" above
pole base.

« Poles 22" and above have a 3" x 6"
reinforced hand-hole. Shorter poles have a
2" x 4" non-reinforced hand-hole.

Base

» Pole base is ASTM-AZE hot-rolled steel
plate with a minimum yield strength of
36,000 psi

« Two-piece square base cover is optional.

Anchor Bolts

» Poles are furnished with anchor bolts
featuring zinc-plated double nuts and
washers. Galvanized anchor bolts are
opticnal.

« Anchor bolts conform to ASTM F 1554-07a
Grade 55 with a minimum yield strength of
55,000 psi.

Ground Lug
» Ground lug is standard.

Duplex Receptacle

« Weatherproof duplex receptacle is optional

Ground Fault Circult Interrupter

» Self-testing Ground fault circuit interrupter
is optional.

Finishes

» Every pole is provided with the DuraGrip*
Protection System and a S5-year limited
warranty

When the top-of-the line DuraGrip* Plus
Protection System is selected, in addition to
the DuraGrip* Protection System, a non-
porous, automotive-grade corrosion coating
is applied to the lower portion of the pole
interior, sealing and further protecting it
from corrosion. This option extends the
limited warranty to 7 years.

Determining The Luminaire/Pole
Combination For Your Application:

+» Select luminaire from luminaire ordering
information

Select bracket configuration if required

Determine EPA value from luminaire/
bracket EPA chart

Select pole height

Select MPH to match wind speed in the
application area (See windspeed maps).

Confirm pole EPA equal to or exceeding
value of luminaire/bracket EPA

Consult factory for special wind load
requirements and banner brackets

Pole Vibration Damper

* A pole vibration damper is recommended in
open terrain areas of the country where low
steady state winds are common.

Non-tapered poles and lightly loaded
poles are more susceptible to destructive
vibration if a damper is not installed.
Listings

« UL Listed

» BAA/TAA Compliant

(513) 372-3
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Pale Mo Mrumirg Pale
Series u«ﬁ Matenal Height ! Corfiguraticn Finish Options
480 - 4" x 4" Square Stzight Pole Bolt-On Meunt' - Sze pole sdection guide | S116- 11 Ga Stesl g S- SngePardid BAZ - Bronze GA - Gawvanlaed Anchor Bolts
580 - 5" x 5" Square Staight Pole 10F atherns and Baure matches. {4S0anasSoonly) | 10 g‘;ﬁ ~ Doutle BLK - Biack g 8 :j‘ ’:"m ,
- ) - Docbie » 3
850 - & x & Square Straight Pole 85 - 5" Tradteonal Driing Patzm S076-07 Ga. Steal 12 . i PLP — Piainum PAs g
83-3°7 DAt DN90 - Doubie DGP - DuGrip® Pus
acuces Dring Panam 13 T9) - ke WHT - Whie LAS - Less Anchor Boits
B2 - 2" Aecuced DG Panam " TN120 - Tripie SVG - Satn Verde Green | CROO! - Concutt Raceway'
o 020 - Ouad .
S NS0 - Dt ~Gaptie
1 MSV - Mealk Siver
T - Tenon Mount - See pole sekection gulde i N - Tenon Moent BZA - Atemate Bronze
10r tenon and Dauwra/Diackst maches. e {Standard %non
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xr ——y pole prapartions
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Accessory Ordering Information
Description Order Number Description Order Number
4BC - &' Square Base Cover 1225508CLR Vibraton Damper - 4" Squars Pole (bolt-on mourt oaly) 172538
S8C - 5' Square Base Cover 122561CLR Vibraton Damper - 5” Squars Pole (bolt-on maurt caly) 1253
£8C - 6" Square Base Cover 122563CLR Vibration Damper - £ Square Pole (bolt-on mourt caly) 178364
ER2 - Weatherproof Duplex Racepaacle 12255600
GF1 - Ground Faslt Ciroert Interrupter 122567CLR
NS - mountng Hole Plugs for use with 57 raditoral drill pattern (3 set of 3 plags) 123%
NHG - meunting Hole Plugs for use with 37 reduced drill pamern (3 5=t of 3 plugs) 681126
M2 - Mounting Hole Plugs for use with 27 reduced drill pamern (3 sets of 3 plugs) 725841
FOOTNOTES:
1- See Area Light Brackets - 3* Reduced Drlll Pattern and Area Light Brackets -
5" Traditional Drill Pattern spec sheets,
2 - Pole heights will have +/- /2" tolerance.
3 - See Flood Lighting Brackets section for cholce of FBO brackets
4 - CR selection must Indicate required height and side of pole mounting
location. Mounting tempiate required at time of order.
ﬂ’ LS! Industries Inc. 1000( 300 2/5 Rev. 04/02/21
g (512) 372-3200 - ect to change without notice SPEC.1070.A.0920

engineering consultants
3333 E. Battlefield Road, Ste. 1000, Springfield, MO 65804
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ANPLighting Specifications BL5502

r°7 Project:
N Fixture Type: Quantity:
S y Customer:
o
Specifications /g,/l @
€/ Made inUSA L
Material: Finish:
All parts are durable, high strength A polyester powder coat high quality
extruded aluminum. finish'is electro-statically applied and

baked at 430° for exceptional durability

45 3/8” Lens: and color retention. Products undergo
Choice of polycarbonate lens. an intensive five-step cleansing an
i pretreatment process for maximum
Mounting: paint adhesion.
Standard anchor bolts are 3/8” x 10” x
2”. Bolts, nuts and washers shall be hot Marine grade finish ()/rovides superior
dipped galvanized steel. Bolt pattern salt, humidity and UV protection. This
diameter is 4”. coatln? withstands up to 3000 hours
. of continuous salt spray, comes with
Drivers: a 5-year warranty and is available in
Universal voltage 120-277 is eithér a textured or gloss surface.
standard. 0-10V, TRIAC and ELV Modifications:
dimming to 1% protocols are standard Consult factory for custom or modified
— for LED module. designs.
P
[BOLTCIRCLE See page 2 table for LED engine and
driver specs, voltage and dimming
protocols.

BL5502 .MO016LDD , _l|‘l_, 40K - IBOLT- 72
BL5502 - LED Weight: 20.51bs BO’E"L &‘Ens LithSource Optics ccT  Accessories Finish
Series & Wattage

1 2 3 4 5 6
BL5502 — = — = = —
LENs n COLOR TEMPERATU RE (CCT) E *Marine Grade FFInIIﬁI::l‘:nEa:Illonal charge
CL (Clear Acrylic) 27K (2700K) i sz::m :z: St s:::u :.:
{ FR (Frosted Acrylic) 30K (3000K) Aspen Green 10 10M | Copper Clay 53 53M
35K (3500K) Cantaloupe 1 11M | Silver 56 56M
2 LIGHT SOURCE & WATTAGES Lilac 12 12M  Black Verde 61 61M
. 40K (4000K) Putty 13 13M Painted Chrome 70 70M
( A010LD2 (1 OW LED ArraY) Raw Unfinished 40 NA | Painted Copper 7 7™
A018LD4 (18W LED Array) E ACCESSORIES Black 41 | 41M | Textured Black 72 72M
A032L08 (32W LED Array) HSSC90 00° 1 Side Shield lished Forest Green 42 42M | Matte Black 73 73M
( ouse Side Shield, polished) Bright Red 43 | aam | pextured Architectural 76 76M
HSSC180 (180° House Side Shield, polished)
White 44 44M Textured White 77 7™
OPTICS IBOLT (Eye BO“) Bright Blue 45 45M | Textured Silver 78 78M
T1 (Type |) *EMG-LED5 (5w, LED Emergency Driver) Sunny Yellow 46 46M
‘ T2 (Type Il) *EMG-LED7 (7w, LED Emergency Driver) Aqua éreen 47 | 4™
*EMG-LED10 (10w, LED Emergency Driver) Galvanized o | ™
T3 (Type Ill) Navy 5 | 50M
GFI15 (15 amp GFCI receptacle outlet) Architectural B 1 s
5 (Type V) rehitectural Bronze
GFI20 (20 amp GFClI receptacle outlet) Patina Verde 52 | 52M
GFI-WPU (20 amp GFCI receptacle wiweather proof Consult Factory for additional paint charges and availability.
( *For Emergency lumen output data, see Resources
section at www.ANPlighting.com.
© 2d21 ANP Lighting. All rights reserved. These specifications are intended for general purposes only. 1-800-548-3227
ANP Peserves the right to change material or design, without prior notice, in a continuing effort to upgrade its products. ANP|ighting_ch
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